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Ventilmotor ...

VENTILATORI CIVILI - INDUSTRIALI

CENTRIFUGAL FANS
SERIES “QR”



[ SERIES QR |

The series QR centrifugal
electrical fans are designed to
convey clean or slightly dusty air
in a temperature range between
15°C and 40°C. They are suited to
work in purification plants, heat-
ing/cooling systems and can be
used for civil and industrial
ventilating systems.




MODEL A B € D E F G H/I J K L MN OFP
QR 280 500 570 320 250 210 290 188 228 268 10 305 335 50 273 138 3
QR 315 567 622 350 272 250 317 205 245 285 10 335 36550 303154 3
QR 345 620 675 380 295 275 345 223 263 303 10 365 395 50 333 170 3
QR 380 675 735 415 320 300 375 248 288 328 10 400 430 50 368 188 3
QR 420 730 805 455 350 320 410 271 311 351 10 445 475 50 410 208 3
QR 460 800 875 495 380 350 450 297 337 377 12 485 515 50 450 229 4
QR 500 875 960 545 415 380 495 324 374 424 12 540 585 80 498 253 4
QR 560 955 1065 605 460 410 545 364 414 464 12 590 630 80 546 276 4
QR 625 1045 1170 665 505 450 595 400 450 500 12 650 690 80 606 308 5
QR 685 1140 1280 725 555 485 655 438 488 538 14 715 755 80 670 338 5
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